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Merkmale:  
 

• ATEX-zertifiziert 

• EX-geschützte Zonen 0, 1, 2 

• Temperaturklasse T4 

• Robustes Gehäuse 

• Schraubbefestigung aus Sicherheitsgründen 

• Eingebautes Gasventil 

• Schutzart: IP 67 

• Zwei Helligkeitsstufen: 
ca. 6,5 h (100%) / ca. 13 h (50%) 
ca. 174 lm (100%) / ca. 90 lm (50%) 

• Leuchtweite: ca. 100 m 

• Gewicht: ca. 164 g 

• Einstellbarer Neigungswinkel in rastbaren Schritten 

• Lieferumfang inkl. 3 x AAA Batterien 

• Artikel-Nr. 437022  
 
 

Features: 
 

• ATEX certified 

• EX-proof zones 0, 1, 2 

• Temperature class T4 

• Tough housing 

• Screw fastening for safety reasons 

• Build-in gas release vent 

• Protection class: IP 67 

• Two brightness settings: 
ca. 6,5 h (100%) / ca. 13 h (50%) 
ca. 174 lm (100%) / ca. 90 lm (50%) 

• Range: up to ca. 100 m 

• Weight: ca. 164 g 

• Adjustment of flexible head step by step possible 

• Delivery incl. 3 x AAA batteries 

• Article-no. 437022 
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AccuLux STL 1 EX 

Stirnleuchte 
 
mit Power LED für den 
explosionsgefährdeten 
Bereich 

Headlamp 
 
with Power LED for 
the hazardous area 
 


