
Eine Fußbodenheizung ist die bequemste Art der Heizung.  
Gleichmäßig verteilte Wärme wird über den gesamten Boden 
abgestrahlt. Der Boden erreicht eine extrem angenehme 
Temperatur, und die allgemeine Umgebungstemperatur im Raum 
wird sehr angenehm sein. In einer zugfreien Umgebung gehören 
kalte Füße der Vergangenheit an.  

Die X-treme Temperaturregler ermittelt automatisch die benötigte 
Zeit, um die gewünschte Temperatur zu erreichen, so dass Ihr 
Boden zur erforderlichen Zeit immer die gewünschte Temperatur 
hat. Mit einer Fußbodenheizung können Sie Heizkörper loswerden 
und für Ihre Innenraumgestaltung Platz an der Wand gewinnen.

Elektrische Fußbodenheizung Kabel 17W/m1

MAGNUM Kabel



Die Kabel sind in Gesamtkapazitäten von 100 bis 3300 Watt erhältlich. Das Kabel ist ein 
Zwillingsleiter mit einem einzigartigen, unsichtbaren Anschluss, es muss nur an einem Ende 
angeschlossen werden - eine Rückkehr zu den Thermostaten ist nicht notwendig.

- EMC-frei 2-Leiter-Kabel
- Vollständige Ummantelung mit Aluminium
- Chrom / Nickel Widerstandsdraht
- Unsichtbarer Anschluss
- XLPE-Isolierung
- PVC-Schutzmantel
- 17 pro Meter Kapazität, 230 Volt
- Kabeldicke: 6 mm
- Hergestellt und kontrolliert nach der Norm IEC 800
- In Europa CE-Norm innerhalb Europas
- Nach ISO 9001 zertifiziert
- 10 Jahre Garantie
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Unsichtbarer Übergang auf Kaltende

Abschlussdichtung

Aluminiumummatelung (Erdung)

Heizdraht

Kaltende
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Multistrand cold wire

Tin Plated Earth Conductor

Return Multistrand Copper Wire Conductor

Outer Sheath High Temperature PVC

Alu-Screen

Primary Insulation PTFE (Teflon)

Primary Insulation PTFE (Teflon)

Outer Sheath High Temperature PVC

Alu-Screen

Return Multistrand Copper Wire Conductor

Multistrand cold wire

Welding Connection

Multistrand Heating Wire

Tin Plated Earth Conductor

End Seal

Cable Diameter ± 4 mm
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Euro (Schucko) Plug

Heat Schrink Connection
(Between Heating and Connection Cable)

Outer sheath High Temperature PVC

Tinned plated copper braid 0,53 sqmm

Primary Insulation XPLE

Outer Sheath High Temperature PVC

Alu-Screen

Alu –screen 0,56 sqmm

Primary Insulation XPLE

Heating wire + glass wire reinforcement

Bi-metal thermostat   5°C Close - 13°C Open

1.8 meter Connection Cable

Return Wire

Tinned plated copper braid 0,53 sqmm

Schrink end-sleeve

Innersheet XLPE

Cable Diameter ± 7 mm

Multistrand cold wire

Tin Plated Earth Conductor

Return Multistrand Copper Wire Conductor

Outer Sheath High Temperature PVC

Innersheet XLPE

Alu-Screen

Primary Insulation PTFE

Primary Insulation PTFE

Outer Sheath High Temperature PVC

Alu-Screen

Innersheet XLPE

Return Multistrand Copper Wire Conductor

Multistrand cold wire

Welding Connection

Multistrand Heating Wire

Tin Plated Earth Conductor

End Seal

C
old  Lead      H

ea	
ng C

able

Cable Diameter ± 7 mm

Multistrand cold wire

Tin Plated Earth Conductor

Return Multistrand Copper Wire Conductor

Outer Sheath High Temperature PVC

Alu-Screen

Primary Insulation XLPE

Primary Insulation XLPE

Outer Sheath High Temperature PVC

Alu-Screen

Return Multistrand Copper Wire Conductor

Multistrand cold wire

Welding Connection

Multistrand Heating Wire

Tin Plated Earth Conductor

End Seal
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Cable Diameter ± 7 mm

Multistrand cold wire

Tin Plated Earth Conductor

Return Multistrand Copper Wire Conductor

Outer Sheath High Temperature PVC

 

Alu-Screen

Primary Insulation PTFE

Primary Insulation PTFE

Outer Sheath High Temperature PVC

Alu-Screen

 

Return Multistrand Copper Wire Conductor

Multistrand cold wire

Welding Connection

Multistrand Heating Wire

Tin Plated Earth Conductor

End Seal
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Cable Diameter ± 7 mm

Multistrand cold wire

Tin Plated Earth Conductor

Return Multistrand Copper Wire Conductor

Outer Sheath High Temperature PVC

 

Alu-Screen

Primary Insulation PTFE

Primary Insulation PTFE

Outer Sheath High Temperature PVC

Alu-Screen

 

Return Multistrand Copper Wire Conductor

Multistrand cold wire

Welding Connection

Multistrand Heating Wire

Tin Plated Earth Conductor

End Seal

Outdoor Cable Outdoor Mat

Technische Details

Art.Nr. Beschreibung
190108 MHC17 XLPE 300 Watt / 17,6 m. / 230 Volt
190110 MHC17 XLPE 500 Watt / 29,4 m. / 230 Volt
190112 MHC17 XLPE 700 Watt / 41,2 m. / 230 Volt
190114 MHC17 XLPE 1000 Watt / 58,8 m. / 230 Volt
190115 MHC17 XLPE 1250 Watt / 73,5 m. / 230 Volt
190117 MHC17 XLPE 1700 Watt / 100 m. / 230 Volt
190118 MHC17 XLPE 2100 Watt / 123,5 m. / 230 Volt
190119 MHC17 XLPE 2600 Watt / 152,9 m. / 230 Volt
190120 MHC17 XLPE 2900 Watt / 170,6 m./ 230 Volt
190121 MHC17 XLPE 3300 Watt / 194,1 m. / 230 Volt
 Optionen
720200  MAGNUM Aluminium Bandrolle zu 22,5 m x 5 cm.
720310 MAGNUM Spacerstrips 10 Meter
720315 MAGNUM Spacerstrips 15 Meter
825800 MAGNUM X-Treme Steuerung Uhrenthermostat inkl. Bodensensor 16A/230V
826600 K12 Digitales Uhrenthermostat inkl. Bodensensor 16A/230V
838101 MTH 816 Überputzverlegung ON/OFF-Thermostat inkl. Bodensensor 16A/230V
838102 MTH 811 Unterputzverlegung ON/OFF-Thermostat inkl. Bodensensor 16A/230V
720750  Flexibles Sensorrohr 




